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The Specification of LCR Accessories

LCR-13 (Phase-out)*

A: R SCALE 10 ma/div REF Ba _18.8478 ma g0,
108_HZ]

STATE »

DATA »

GRAPHICS  »

TOUCHSTONE »

VAC --- » ; IHC‘ T V/IDC ===
START 188 Hz 0SC 568 mVolt STOP 2 MHz
Marker STINULUS VAL
RE-SAVE N
0 100 Hz 18.0478 m@ FILE
1 1 kHz 18.1595 mQ
2 10 kHz 19.277 mQ POMER ON
3 100 kHz 21.0926 mQ EONFIG
4 200 kiz 22.7124 mQ
5 500 kHz 26.1101 m@2 o
6 1 MHz 30.1306 mf
7 2 MHz 36.1152 m@ sToRe pEv
[FLOPPY]
o g . )
Descrlptlon. A: Ls 500 nh/div REF o H -1.75185 uH g o
sestet i s Gt e et ) 100 HE)
Cpi| STATE »

SMD / chip test fixture

DATA 4

Frequency: DC ~ 10MHz

GRAPHICS »

TOUCHSTONE »

Max. VOltage: +/' 35V $TERT Tee he » 'S s0e mvort » » STar’S iz

Marker STINULUS VAL
P EE—EHVE »
0 100 Hz ~1.75185 uH
SMD Size Range: 1 1 kHz -1.59102 uH
P 2 10 KE: 17.3254 nH POLER ON
0201 to 0805 (ln mCh) 3 100 kai 30.8689 :H eONFIG b
4 200 kHz 29.4375 nH
5 500 kHz 27.9432 nH S iries b
6 1 MHz 27.0654 nH
Applicable Instruments: 7 2 muz 26.4576 ni sToe pev
[FLOPPY]

LCR-8110G/8105G/8101G
LCR-821/819/817/816
LCR-829/827/826 A: Cs SC?LE : LI .REF F . : 281,959 FF oo

.....;189 Hz
FEel| sTATE »
DATA »
N W Rectanglar parallel
H el ode ~ x - GRAPHICS »
cl components . . .
Electrode |‘L~ D, N : - : : | ToucksTonE»
il WAC === TAC -— V710 —-=
n B START 108 Hz 03¢ 588 volt STOR 2 MHz
e D:0.3~3m.m
l:[n ndvical shaped Marker STIMULUS VAL
f chip components RE-SAVE »
0 100 Hz -261.959 £F FILE
1 1 kHz -236.245 £F
2 10 kHz 20.8872 fF POUER O )
MAX 3m.m 3 100 kHz 23.5124 fF
/ 3 o 4 200 kHz 23.1903 £F
o) 3 5 500 kHz 23.4845 fF WiEiries »
X / 6 1 MHz 23.4182 fF
7 2 MHz 23.801 fF
STORE DEV
[FLOPPYI *
MAX_7m.m
° | > * < i
1Pl 3 Recommend Equivalent fixture : LCR-15
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